**Specifications**

**Material**: Available in a complete range of Carbon Steels, Stainless Steels, Alloy Steels and Non-ferrous metals certified to ASTM, ASME, and Military standards.

**Sizes**: 1/8” - 8”


Also available in other thread forms: NPTF, NPSC, NPSM, BSPT, BSPP

---

### Figure No. 06019 for Square Countersunk • Figure No. 06020 for Hexagon Countersunk

**Length of thread screwed into fitting**

<table>
<thead>
<tr>
<th>SIZE</th>
<th>1/4</th>
<th>1/2</th>
<th>3/8</th>
<th>3/4</th>
<th>1</th>
<th>1-1/4</th>
<th>1-1/2</th>
<th>2</th>
<th>2-1/2</th>
<th>3</th>
<th>3-1/2</th>
<th>4</th>
<th>6</th>
</tr>
</thead>
<tbody>
<tr>
<td>L</td>
<td>0.375</td>
<td>0.562</td>
<td>0.500</td>
<td>0.630</td>
<td>0.630</td>
<td>0.812</td>
<td>0.830</td>
<td>0.880</td>
<td>1.070</td>
<td>1.130</td>
<td>1.187</td>
<td>1.250</td>
<td>1.500</td>
</tr>
<tr>
<td>A</td>
<td>0.440</td>
<td>0.562</td>
<td>0.500</td>
<td>0.630</td>
<td>0.630</td>
<td>0.812</td>
<td>0.830</td>
<td>0.880</td>
<td>1.070</td>
<td>1.130</td>
<td>1.187</td>
<td>1.250</td>
<td>1.500</td>
</tr>
</tbody>
</table>

---

**PIVE SIZE**

- **1/8**
- **1/4**
- **3/8**
- **1/2**
- **3/4**
- **1**
- **1-1/4**
- **1-1/2**
- **2**
- **2-1/2**
- **3**
- **3-1/2**
- **4**
- **6**

**Figure No. 06019 for Square Countersunk • Figure No. 06020 for Hexagon Countersunk**

**Active 3D Model**

All dimensions are in inches • Weights are based in Carbon Steel

---

ISO 9001 & PED Certified  
Canadian Registered in all provinces