Registration Requirements for Pressure Fittings

Submissions for registration shall be sent to the Saskatchewan Boiler and Pressure Vessel Safety office in Regina at the following address:

Codes and Standards Compliance Office
Saskatchewan Boiler and Pressure Vessel Safety
330 – 1855 Victoria Avenue
Regina, SK Canada S4P 3T2

Designs submitted by fax or other electronic means (email) are not accepted at this time.

Notes
Design registration will be denoted by the Canadian Registration Number (CRN) assigned to the design. Any number of units may be made to one registered design, unless the code or regulations change to invalidate the registered design or unless the registration limits the number of units that may be built to the design. Registrations of fittings shall be resubmitted for validation ten years after the date of first acceptance.

Note that it is not necessary that the drawings be stamped by a registered Professional Engineer unless the code or design reviewer requires such stamping.

Exemptions from Registration Requirements of Fittings
A fitting is not required to be registered in Saskatchewan pursuant to The Boiler and Pressure Vessel Act if:

• it is registered by CSA (Contact: Renzo Pupulin, renzo.pupulin@csa-international.org); or
• it is a category A, B, C, or G fitting, as set out in the CSA B51 code

If there are any further questions or concerns, feel free to contact the office at (306) 787-4567.

Chris Selinger, P.Eng.
Manager of Codes and Standards Compliance
January 1, 2007